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1. The Plans are copyrighted and it is the ownership of Mariano Corral, Landscape Architect for all the SITE PREPARATION AND SOILS FORPROTECTION 7/ 4-W00D BATIENS — >
designs shown. 1. All compacted soi1.s shall be ti.lt and loosen cause by heavy machinery during construction. This will allow o X8 LONG 100D BRACE Z

2. The primary responsibility is to protect the welfare of the general public. General contractor is to protect for proper percqlat.lon and.dralnage. , . . . (6)- 24X 36° PT PINE STAKES INSTALLED fith EQIVLNEYDJE\)&OS(D) ESTTTEQ'SL %TEHL% E <
the public by placing barriers, posted warning signage in visible areas that will cause conflict between 2. Al ll'me roc.:k within planting areas must be removed to a depth of 3” feet. Replace material with specified C\/TSLSLDA QS%LAELEB 8; cl)jiEDPD(LUDTD?Tl%ENS\[ TREE g ; L IFYOLJ N
construction with pedestrians as well as autos. plant.lng soil. C .. . : SUPPORT TO 4" x 4' WOOD BRACE. 2 E "IUST USE FOR APPERANCE.

3. Landscape contractor shall be informed and well verse to county or city codes and if any confusion, he/she 3. Alllime rock, asphalt or debris within parking islands, corner parking islands, and entry islands, shall be STAKES PER BRACE. AL 2' MULCH
shall read codes or contact Landscape Architect for clarifications. removed to a depth of 3 Feet. .In.the event a refu.rblshlng or estabhshmg a new parking island with the used CREATE ROOTBALL SEAT SAVE DIAVIETER AS /,F\\ T0P OF MULCH SHALL BE 1* BELOW ADJACENT

: - - - - of extruded curves over an existing asphalt parking lot, the same will apply as to removal of asphalt and ROOTBALL. | CURB OR SIDEWALK EDGE OR ROADWAY EDGE.
4. The locations of plant materials on plans are approximate. The final locations may be adjusted due to : ) , |
. : : C g e1e » lime rock as stated above and the use of proper planting soil . MEDIAN 6' CURB SEE CVIL
unforeseen field conditions, and safety factor to avoid creating unsafe visibility conditions. : .. D : : : | | VA’ 5
5. Landscape architect shall not be responsible for the failure of the contractor not to be aware of proper 4. Site preparation is the removal of all debris, sticks, rocks, rubbish, weeds, contaminated soils, and dead ASPHALTIC CONCRETE N “
: . : . : . materials. BACKFILL WITH A MIX OF 70% SILICA SUGAR SAND
: : , : : AND 30% PULVERIZED BLACK MUCK.
procedures for mstallaﬂgn of plant materlals, safety .procedures f(?r securing trees, palm.s or shrubs while 5. Final fine grading shall be 2” below any paved areas, top of curbs or sidewalks and landscape islands §8ﬁ“}? RTEOI\I/DIO?/E BUSTING | AN S0% PULVERIED BLACKUCK
transporting plant materials to the site, and / or loading or unloading from transport vehicles. without curbs COMPACTION oD CONTAMINENTS. IF EXISTING SOIL IS AVAILABLE

6. Detail sheets is a guide for plant installations and for making aware all trees and palms shall be secured 6. PLANTS MUST NOT BE PLANTED ON TOP OF ROOT BALL ALLOW DRAINAGE. e B e Ay
from toppling over by its weight or by wind 90nd1t10ns. Lapdscape contractor §hall be responmble and use 7. Landscape contractor shall test for PH before installation. Any PH results above 7.5 PH (Alkalinity) shall EXSTNGSOIL |- CONTAMINATION, A0 PROPE FERTILZATON 5
all means to secgre'trees and palms fro.m falling over especially aﬁer constru.ctlon has ﬁqlshed for a perlqd be removed and replaced with PH from 6.5 to 7.5 PH native soils or as per specified media. I .
of one year. Periodical check _Of guy Wires or other means of technical fas.tenlng shall be.1n§p.ected at a min. 8.  Whenever possible if the existing soil media on site is fertile and fairly clean, Landscape contractor shall
of onee a month or less. Provide highly visible warning flags for the public to see to avoid injury to use existing soil as backfill for newly planted trees. He/she shall prepare a written report guaranteeing that £
pedestrians and autos. Use common sense. the existing soil media is free of any type contamination prior to installation. It is recommended that soil b

7. All plant materials shall be Florida #1 or better as set by the State of Florida Grades and Standards 1998 samples should be taken to determine soil nutrient deﬁciency and the abs()rpti()n and pereolation rate in TYP. PALM TREE DE TAIL :

AND 2015 and as per ANSI 300. order to determine a proper course of action for the survival of all plant materials. (NOT TO SCALE) :

8. Landscape architect shall not be responsible for methods of construction or plant installation or plant 9. Landscape Contractor shall have made research that all plant materials were available at time of bidding as 3 SCAL?;S SHOWN
selection and quality. This lies solely on the Landscape contractor experience or general contractor, but will per plans. No substitution shall be made without the consent of the landscape architect. Hl BT
be subjected to inspection for quality assurance, and proper method of installation as per Florida Standards 10. If Substitutions are made the Landscape architect shall make revisions to plans and Landscape Contractor i 11-2016-MR
and on detail plans. shall be responsible to re-submit to city and received approval from city staff prior to commencing work. = | [pare:

p p y Pp y p g
: . : : . . : : 13 C/L 1'-0" MIN. TO EDGE OF PAVEMENT = -00-

9. Plan will always take precedence over plant list. Landscape Contractor or installer is responsible for 11. SOIL MEDIA: All newly proposed planting beds on site will be composed of 60% coarse silica sand, 30% e T . 2 06-02-17
checking the accuracy of the plans and any discrepancies to be brought to the attention of the Landscape good clean pulverized black soil and 10% Canadian Peat. Soil shall be thoroughly mix and delivered on site TOP OF MULCHSHALL / N = | |REVISIONS:

Architect. free of debris, weeds, and gravel. This composition of media to be provided and installed in the event FINISH GRADE @ PLANTER S S—
10. Before commencing any work, it is recommended that the Landscape Contractor visit site and become existing soil conditions is not in an acceptable conditions for the survival of all the propose new plants. — Y| [ T
familiarized with the site AND its surrounding areas (adjacent properties) 12. Landscape contractor shall treat site with a pre-emergence herbicide after all weeds and gravel/ debris have gegeed . T e =
rele . ' : | s ind : : o NOTE: SR RS ; TOP OF MULCH SHALL =
11. General Contractor must have all utilities identified and carefully located for the safety, welfare of his been removed. There shall be a 7 to 10 days waiting period before installing the plant materials. ) SET TP OF TREE BALL 3" ABOVE ey sy oD EERPREOARED BE T™BELOW PAVEMENT
workers as well as the general public. Contact Sunshine State One-Call of Florida, Inc. 1-800-432-4770 — 13. FERTI_L,IZE,R TO USE AT TIME OF INSTALI.‘ATION’ . ‘ FINISHED GRADE. KEEP MULCH REE SAVER® GUYING. SvSTEM SHRUB PLANTING SOIL GROUND COVER BEDS
48 hours before installation No fertilizer is necessary if plant materials are obtain from quality control and reputable nurseries. Those 2) CAREFULLY RENOVE ALL EXCESS / (3 GUYS © 1207 0.0) L 20RUB . :
hd . g . . . . AN
12. During installation Landscape Contractor shall make all possible intent to secure area of work from the plant materials sl.lould have been prop eFly fertilize before being re!ease to the p ubhc.. At the sol.e dl.s CretOn o EROF RooT BaLL 16 BXPOSE . -
ublic for their safetv and welfare of the landscape installer / contractor, since he/she will be responsible for guaranteeing and maintaining the  Trunk FLARE. 2 hlfILlill;gHH CrnoE =
P Y '. : : C .. : . plant materials for a one year period from the time the installation is completed and accepted by either LA EXPOSED TREE FLARE TYPICAL PLANT \/ PLANTLOCATIONS 2
13. Landscape Contractor shall obtain all necessary permits prior to beginning installation. Any existing trees ) : ) ) e SPACING b
: . or owner’s representative, to provide the appropriate fertilization. BURY TOP OF ANCHOR 3" foUAL o (D) =
that must be removed or transplanted must first receive approval by City or county. I BELOW GRADE OF SO DEEPER . B¢ L TYPICAL PLANT | /; 5 o
.. : : . . 1 We recommend the following: BELOW CRADE OF SOIL DEE TIPICAL 2 : D z
14. All existing Trees to remain shall be barricaded (if space is allowed) to the tree canopy drip line to prevent . : : : ~ PREPARED PLANTING SOIL AS O & z
d h Im dur; 0. A chain link £ i red vinvl at 5° hich. with 27 PALM SPECIAL # 9836. This is an 8-2-12 (nitrogen, potassium, and minor elements) for all Trees, Palms, SPECIFIED o 88 i
amage to the tree or pam during construction. A chain link lence cover with red vinylat 5- high, wit shrubs and groundcovers. It can be obtained from ATLANTIC FERTILIZER IN HOMESTEAD, FL. ISTING SUBSOLL 7 — o THOROUGHLY COMPACTED o
P osts for' anchoring can be used. Careful care for tree trunks shall be taken. Periodically check for damage 18375 SW 260" Street. Contact Patrick Coyle at (305) 986-0671. Landscape Contractor can use 1 pound 1 PLANT BALL I—N%OST‘ CASES TRIANGULAR SPACING IS PREFERRED, USE E
and repair. . . _ o . per tree, and a hand full or 3 tablespoons per shrub for all and each shrub and groundcover. Palm trees shall ;AngE_TSSA_Vgg;O?ULQ')g‘g £ KECOUNENDED BY NANUFACTLRERS & SUPPLIED BY: ;Qgﬁiggcggfémgmu RECTIL?;AI;?\IREASL AR SPACING

15. Landscape contractor shall be resp0n51bl.e for ﬁr}e grading and prepare Slt? as per outhpe in the followmg receive 2 lbs. of fertilizer per palm tree. Fertilizer shall be place on top of root ball and 4” inches away from T N e = N
notes and as per plans. He/she shall furn'lsh and install plants as per the minimum requ1ret'nents. of the city trunk. Milorganite, will not be acceptable, however, slow release tablet fertilizers or equal acceptable by OPTION TWO: > '
or county codes or exceed the min. requlrements 2}nd/ Or as per Landscape Archﬁects specifications. the FNGA nursery industry, and can be used at time of planting if Palm Special is not available and SINGLE STEM TREE GUYING (1-1/2" - 3" CAL.) B

16. Landscape contractor shall be responsible to provide and install all plant materials — trees, shrubs, installation of materials is on a sandy loam VS rock-limestone condition. It is best to follow manufacture’s ~ N7s ,
gI’OUI’ldCOVCI'S, SOd, fertilization, and mulch. recommendation for app]ication. ;a

17. Landscape Contractor: Documentation that all newly proposed / installed Sabal palmetto utilized on site 14. Landscape Contractor to use Best Management Practice for all his scope of work. 5
have come from a government approved donor site or were grown from seed at a register Florida nursery. 15. All planting grading shall slope away from buildings, and structures for proper drainage. Always check S | [uic# La seessm1

18. LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL NEW TREES AND PALMS FOR A with civil engineers plan, or the party responsible for grading if Landscape Architect was not responsible % | [smEer~omBER: |
PERIOD OF ONE YEAR FROM DATE OF INITIAL ACCEPTANCE. for such work.

. . . . ® )

19. Landscape Contractor or Owner’s representatives shall provide a schedule for the timely removal of tree 16. General contractor shall keep one copy of the landscape plans on site, clean and protected for the use by P LP_ S
and palm guying. This should be accomplished within a 12 month period after installation, and should NOT city officials, landscape architect and owner’s representative. &1 lor
exceed the 12 month period. 17. General contractor and Landscape contractor shall abide by all local building codes. K"°&”:Wi‘|at's below. —

a before you dlg Miami, Florida 33165
IT'S THE LAW! Fax. (309 2204196
EMAIL: marianocorral@comcast.net




